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产品特性 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 

产品描述 

HXP03:8V{{{GH ֯ѭ :8Z ᴵ ᵸғᵝιԏᶵט LS99 љ LS9: ἴ ιԎ Ԅּכᴙ ᶀѭ <30

638Ydfιћԏῶ ꞌᵼᾭו￼ ℅ ֯ғᵝῗњѭṪ ♂ι ♂ᴣ ♂ Ẕּז ￼ᾦꞌι ֠￼

ᶹᶳ ι Ḅ￼ᾫ♬ι‖ᶽᶊώ ҃ғᵝ￼ᴵ ớιẊả ҃ғᵝ￼ṁᵘ ԅΆӈ￼Ӡἴιץὐ Ӡἴ

ᴙӠἴ Ӡἴᴣ □Ӡἴι῭ῗӠ ҃℅₲ғᵝ￼ῂ  

 

型号列表 

输出电流 

可调范围 

全功率输出 

电流范围(1) 

输出电流 

缺省值 

输入电压 

 范围(2) 

输出电压 

范围 

最大输出 

功率 

效率 
(3)   

功率因数 
型号 

120Vac 220Vac 

30-530mA 300-530mA 530 mA 
90~305 Vac/ 
127~300 Vdc 

70~250 Vdc 75W 92.0% 0.99 0.96 EUM-075S053DE 

70-1050mA 700-1050mA 700 mA 
90~305 Vac/ 
127~300 Vdc 

36~107 Vdc 75W 90.5% 0.99 0.96 EUM-075S105DE(4) 

105-1500mA 1050-1500mA 1050 mA 
90~305 Vac/ 
127~300 Vdc 

25~72 Vdc 75W 90.5% 0.99 0.96 EUM-075S150DE(4) 

140-2100mA 1400-2100mA 2100 mA 
90~305 Vac/ 
127~300 Vdc 

18~54 Vdc 75W 89.5% 0.99 0.96 EUM-075S210DE(4) 

注： ε4ζ:8Z ԅוꞌῳᶽ ╙כּ֧ ᶀ  

ε5ζ ᴙכּ ᶀχ4330573Ydf 

ε6ζ╜ ҭχ433( ι553Ydfε їᾰɒ ₦ ɓζ 

ε7ζVHOY ֧ 

  

 ԅוꞌḴ ╙כּ֧ ᶀεởוꞌζ 

 ᴵ ΰ ΆẪ  ╙כּ֧

 ᶺ ӿίֺᴵ χ408Y/ 4043Y/ 43Y SZP/ 6 Ὴί 

 ӿ ӳ 

 ӠἴχṮ₩ 9nY/ Ԋ₩ 43nY 

 ԅΆӈӠἴχ □Ӡἴι ᴙӠἴι Ӡἴ 

 LS992LS9: 

 VHOY 

 ּ҈ז Fodvv L ᵙ Fodvv LL ♂ԏ 

 8 ẉ Ӡ 
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安全与电磁兼容标准 

EMI 标准 备注 

BS EN/EN 61000-4-2 Electrostatic Discharge (ESD): 8kV air discharge, 4kV contact discharge 

BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6kV, Common Mode 10kV 

BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS  

BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test 

BS EN/EN 61000-4-11 Voltage Dips 

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

注：ε4ζ ғᵝ ᵀ LHF/BS EN/HQ 9467:04+Fodvv LLζ￼ ԋӕ ∂ιӇᶈ ѳᵅιԎᶹᶳіᴵכּ ḕᶈ ỉ￼ӹ כּ◖

╙  

ε5ζּכ◊◑ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  

 

降额曲线 
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            EUM-075S105DE(Io=700mA)                            EUM-075S105DE(Io=1050mA) 

     
 

           EUM-075S150DE(Io=1050mA)                        EUM-075S150DE(Io=1500mA) 

     
 

           EUM-075S210DE(Io=1400mA)                       EUM-075S210DE(Io=2100mA) 
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功率因数曲线  

 
 

总谐波失真曲线 

  
 

保护功能  

参数 备注 

□Ӡἴ ּכ╙₩Ẫ □ Ὴιּכ╙ Ỡᶶט  

Ӡἴ Ỡᶶ₩Ẫ ῊιғᵝῂὫҾ Ὴιᴵ Ỡᶶט  

ᴙӠἴ ּ֧כᴙҺ ֺᶈ ḧ ᶀԓ  
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 1-10V 调光 

Ҩїѭ ӿ Ỵᶃχ 

Dim+

Dim-
ӿᵸ

⸗
OHGּכ◊

V+

V-
L

VprgN
Vac

FE/EQUI

 
示意图 3：正逻辑 

 

Dim+

Dim-
ӿᵸ

⸗
OHGּכ◊

V+

V-
L

VprgN
Vac

FE/EQUI

 
示意图 4：负逻辑 

 

注： 

41 ј Ṅ ӿᶊ Glp0 ὶֹ ֧ Y0ἆ Y.іιᵋֱ ᵸῂ│⃰ẂṪӐט  

51 ᴵּז 4043Y ᴙӡᴺ◊ἆכּ ῂ◊Ӻҭι⅝ḅ ᴙ ιῲҦ ӿᵸ  

61 Ẹ ӿΆẪѭ 4043Y ӿιћ ӿ Glp.Ừ Ὴι ᵸט ֧ῳṇּכ╙  
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 10V PWM 调光 

Ҩїѭ ӿ Ỵᶃχ 

Dim+

Dim-

⸗
OHGּכ◊

V+

V-
L

N

FE/EQUI

Vac
Vprg

PWM 
ӡᴺ

   
示意图 5：正逻辑 

 

Dim+

Dim-

⸗
OHGּכ◊

V+

V-
L

N

FE/EQUI

Vac
Vprg

PWM 
ӡᴺ

    
示意图 6：负逻辑 

 
注： 

41 ј Ṅ ӿᶊ Glp0 ὶֹ ֧ Y0ἆ Y.іιᵋֱ ᵸῂ│⃰ẂṪӐט  

51 Ẹ ӿΆẪѭ 43Y SZP ӿιћ ӿ Glp.Ừ Ὴι ᵸט ֧ῳṇּכ╙  
 
 时控调光 

Ὴί ӿίֺץὐѕ ₩ẪχḜҪῗ Ẕ0ѧ♇Ḿ Ẕ0︣֫⅝ᵙҽ ḧῊ1 

 自适应-中点对齐: Ӭḧ ӿΎ ￼ѧ♇ῗẸᶊ￼ᴀᶻῊ ι ѱ ӿᵸҺ Ὧ⁞ט ᴞѣᶾ⅛ᶾ￼ṪӐ

ỞῊ  ᾯṪӐΎ ε Ṯᶈ 48 ֫ ԓζ 

 自适应-百分比= ⁞Ὧ ᴞѣᶾ￼ṪӐῊ ε Ṯᶈ 48 ֫ ԓζ/⁞Ὧ⅝ӕ ט ṪӐῊ εὟⱢִḊ

Ὴק ᵙῶᾦṪӐῊ Ὗ⅝ӕᶭזἆ֟Ṉζ 

 传统定时χּכ◊Ầᵏᵅ⁞Ὧ ￼ ӿΎ ṪӐ 
 
 光衰补偿 

ӿ ӳו Ѯ ҈זּ Ὑ OHG ￼ở╙῎ ֧ ᶈᾯѦ OHG ￼ṁᵘᵕῼԓι ░ᶭז OHG ￼ כּט

╙ιҨἹ╦ OHG ῼṪӐ ἄ￼ӿ ιҡ Ӡ OHG ởḧ￼ӿ ֧  



https://cn.inventronics-co.com/products/info.aspx?itemid=658
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