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ESM-320SxxxBx Rev.C 320W NFC DALI-2 & D4i
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ESM-320SxxxBx 320W NFC IP66 IP67
249-528Vac AC
DC DALI-2
DAi

(mA) (mA)® 277Vac = 480Vac —
70-1050 700-1050 700 153-457 320 95.0% 0.99 0.96 ESM-320S105Bx
105-1500 | 1050-1500 1400 107-305 320 94.5% 0.99 0.96 ESM-320S150Bx
175-2500 | 1750-2500 2100 64-183 320 94.5% 0.99 0.96 ESM-320S250Bx
285-5000 | 2850-5000 4900 32-112 320 94.0% 0.99 0.96 ESM-320S500Bx®
535-7600 | 5350-7600 6700 21-60 320 94.0% 0.99 0.96 ESM-320S760Bx®
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iNventronics

ESM-320SxxxBx

Rev.C 320W NFC DALI-2 & D4i

AC 249 Vac - 528 Vac
DC 352 Vdc - 500 Vdc
47 Hz - 63 Hz
- - 0.75MIU | UL 8750; 480Vac/ 60Hz
- - 0.70mA | IEC 60598-1; 480Vac/ 60Hz
- - 1.42 A 100% 277Vac
- - 0.82 A 100% 480Vac
. i i 1.25 A% Lllgoo/o\ﬁi-lg‘ilpk =4.62 ms
0.9 - - 277-480Vac, 50-60Hz, 60%-100%
. _ 20% (192-320W)

-5%loset - 5%loset 100%
(loset)
ESM-320S105Bx 70 mA - 1050 mA
ESM-320S150Bx 105 mA - 1500 mA
ESM-320S250Bx 175 mA - 2500 mA
ESM-320S500Bx 285 mA - 5000 mA
ESM-320S760Bx 535 mA - 7600 mA
ESM-320S105Bx 700 mA - 1050 mA
ESM-320S150Bx 1050 mA - 1500 mA
ESM-320S250Bx 1750 mA - 2500 mA
ESM-320S500Bx 2850 mA - 5000 mA
ESM-320S760Bx 5350 mA - 7600 mA
(pk-pk) - 5%lomax 10%lomax | 100% 20 MHz BW
< 200Hz
- 2%lomax - 100%
(pk-pk)

- - 10%lomax | 100%
ESM-320S105Bx - - 550 V
ESM-320S150Bx - - 380V
ESM-320S250Bx - - 230V
ESM-320S500Bx - - 120 V
ESM-320S760Bx - - 70V

- - +0.5% 100%

- - +1.5%
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iNventronics

ESM-320SxxxBx Rev.C 320W NFC DALI-2 & D4i
) ) 05s 277-480Vac  60%-100%
10s DALI-2
’ 277-480Vac  60%-100%
- 0.03%/°C - =0°C~Tc
24V 216V 24V 26.4V
24V 0 mA - 125 mA “DA-"
6.0ms 250mA
24V @6W - - 250 mA 2.2ms
125mA
5.2ms 425mA
24V @10wW - - 425 mA 1.3ms
125mA
DALI-2 12 Vdc 16 Vdc 20 Vdc
DALI-2 60 mA
DALI-2 50 mA DALI-2 >12V
1 DALI-2
2 DALI-2
@277Vac
ESM-320S105Bx
lo= 700 mA 92.0% 94.0% -
[0=1050 mA 91.5% 93.5% -
ESM-320S150Bx
[0=1050 mA 91.0% 93.0% -
10=1500 mA 91.0% 93.0% -
ESM-320S250Bx 100% 25°
10=1750 mA 91.5% 93.5% - 204
10=2500 mA 91.0% 93.0% -
ESM-320S500Bx
10=2850 mA 91.0% 93.0% -
10=5000 mA 89.5% 91.5% -
ESM-320S760Bx
[0=5350 mA 90.5% 92.5% -
10=7600 mA 89.5% 91.5% -
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iNventronics

ESM-320SxxxBx

Rev.C 320W NFC DALI-2 & D4i

@400Vac

ESM-320S105Bx
lo= 700 mA 93.0% 95.0% -
10=1050 mA 92.5% 94.5% -

ESM-320S150Bx
10=1050 mA 92.0% 94.0% -
10=1500 mA 92.0% 94.0% -

ESM-320S250Bx 100% 25°
l0=1750 mA |  92.5% 94.5% - 206
10=2500 mA 92.0% 94.0% -

ESM-320S500Bx
10=2850 mA 92.0% 94.0% -
10=5000 mA 90.5% 92.5% -

ESM-320S760Bx
10=5350 mA 91.5% 93.5% -
10=7600 mA 91.0% 93.0% -

@480Vac

ESM-320S105Bx
lo= 700 mA 93.0% 95.0% -
10=1050 mA 93.0% 95.0% -

ESM-320S150Bx
10=1050 mA 92.5% 94.5% -
10=1500 mA 92.0% 94.0% -

ESM-320S250Bx 100% 25°
10=1750 mA 92.5% 94.5% - 204
10=2500 mA 92.0% 94.0% -

ESM-320S500Bx
10=2850 mA 92.0% 94.0% -
10=5000 mA 91.0% 93.0% -

ESM-320S760Bx
10=5350 mA 92.0% 94.0% -
10=7600 mA 91.0% 93.0% -

AC -1% - 1% 480Vac 100%

- 15W - 480Vac/50Hz
219,000 480Vac 25 80% (MIL-
. Hours i HDBK-217F)
105,000 480Vac 80% 70
i Hours i
-40 °C - +90 °C
-40 °C - +80 °C °
: 10%RH to 95%RH
-40 °C - +85 °C : 5%RH to 95%RH
(L xW x H) 8.82x3.35x 1.75 9.57 x 3.35 x 1.75
(L x W x H) 224 x 85 x 44.5 243 x 85 x 44.5
- 1630g -
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https://cn.inventronics-co.com/product_info/203.html
https://cn.inventronics-co.com/product_info/203.html






https://cn.inventronics-co.com/product_info/206.html
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