EUM-050SxxxSV Rev.B 50W IP66/IP67
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EUM-050SxxxSV

Rev.B

50W IP66/IP67

AC 90 Vac - 305 Vac
DC 127 Vdc - 300 Vdc
47 Hz : 63 Hz
- - 0.70 mA IEC 60598-1; 240Vac/60Hz
- - 0.54A | 100% 120Vac
- - 029A | 100% 220Vac
o ] ] 071 p | 220Vac 25
10%Ipk-10%Ipk =292 s
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] ] 00 | (30-50W)
] ] 10% | 220-240Vac, 50-60Hz, 60%-100%
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EUM-050S090SV 450 mA - 900 mA
EUM-050S165SV 750 mA - 1650 mA
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EUM-050S165SV| 920 mA - 1650 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
<200Hz (pk-pk) - 2%lomax - 100%
- - 10%lomax | 100%
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EUM-050SxxxSV Rev.B 50W IP66/IP67

@120Vac
EUM-050S090SV
lo= 550 mA 85.5% 87.5% - o R
lo= 900 mA 85.0% 87.0% - 100% 25 20t
EUM-050S165SV 0
lo= 920 mA 83.5% 85.5% -
10=1650 mA 84.0% 86.0% -
@220Vac
EUM-050S090SV
lo= 550 mA 87.5% 89.5% - o R
lo= 900 mA 87.5% 89.5% - 100% 25 20
EUM-050S165SV 0
lo= 920 mA 86.0% 88.0% -
10=1650 mA 86.0% 88.0% -
@277Vac
EUM-050S090SV
lo= 550 mA 88.0% 90.0% - o R
lo= 900 mA 88.0% 90.0% - 100% 25 20
EUM-050S165SV 0
lo= 920 mA 86.0% 88.0% -
10=1650 mA 86.5% 88.5% -
) 644,000 ) 220Vac, 25 , 80% (MIL-HDBK-
Hours 217F)
) 120,000 i 220Vac 80% 70
Hours
-40°C - +90°C
-40°C . w80°C | ° ,
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
(LxW xH) 3.74 x 252 x 1.44 4,41 x 252 x1.44
(L x W x H) 95 x 64 x 36.5 112 x 64 x 36.5
- 475 ¢ -
ENEC & CE EN 61347-1, EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13
CCC GB 19510.1, GB 19510.14
global-mark AS/NZS 61347.1, ASINZS 61347.2.13
ENEC EN IEC 62384
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EUM-050SxxxSV Rev.B 50W IP66/IP67

EUM-050S165SV(1o=920mA) EUM-050S165SV(lo=1650mA)
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EUM-050SxxxSV Rev.B 50W IP66/IP67

VS.
® EUM-050S090SV
(loset)
/
900mA 28V 55V
550mA 45.5V 91V
450mA 55V 91V

® EUM-050S165SV

(loset)
/
1650mA 17v 30V
920mA 27V 54V
750mA 33V 54V
1P67
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